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Eyewash Stations
Wall stations provide job site convenience and immediate accessibility. Visible with full emergency use instructions in front. Constructed 
of sturdy high-impact plastic. Available in single 16-oz. or double 32-oz. full squeeze bottles or with empty spout and eye cup bottle. Solution 
is sterile isotonic. Includes four predrilled holes for easy wall mounting. Empty spill spout and eye cup bottles available separately. Ideal 
for high eye hazard areas.

SN702

SR373

Order	 Mfg.		   
No.	 No.	 Description		 Size"
Single Stations
SAK725*	 E/A3827	 W/Empty 16 oz. Spill Spout and Eye Cup	 11	 x	14
SAK726*	 E/A3832	 Panel Only	 11	 x	14
SR370	 E/A3840	 W/32 oz. Squeeze Bottle	 6 1/2	x	11
SR371	 E/A3837	 Panel Only	 6 1/2	x	11
SD556	 E/A3825	 W/Empty 32 oz. Spill Spout and Eye Cup	 14	 x	17
SD557	 E/A3830	 Panel Only  	 14	 x	17
Double Stations
SN702	 E/A3841	 W/2-32 oz. Squeeze Bottles	 11	 x	14
SR372	 E/A3838	 Panel Only	 11	 x	14
SR373*	 E/A3826	 W/2 Empty 32 oz. Spill Spout and Eye Cup	 14	 x	17
SR374*	 E/A3831	 Panel Only	 14	 x	17
Replacements
SAK727	 E/A3836	 Empty 16 oz. Spill Spout and Eye Cup Bottle		  -
YA094	 E/A3835	 Empty 32 oz. Spill Spout and Eye Cup Bottle		  -
SAK728	 E/1507AISO	 16 oz. Eyewash Solution		  -
SN703	 E/1507BISO	 32 oz. Eyewash Solution		  -
SR375	 E/1507CISO	 4 litres Eyewash Solution		  -
* Without mirror

Order	 Mfg.		  Wt. 
No.	 No.	 Description	 lbs.
Flash Flood 
SA419	 32-000400-0000	 Eyewash Station (Eng. Inst.)	 14
SAM657	 32-000400-0022	 Eyewash Station (Fr. Inst.)	 14
Eyesaline®	  
SA403	 32-000401-0000	 1 Gal. Refill (4/Pkg.) (Eng. Inst.)	 36
SAM658	 32-000401-0022	 1 Gal. Refill (4/Pkg.) (Fr. Inst.)	 36
SA420	 32-000402-0000	 Wire Rack for Cartridges	 3
SA421	 32-000403-0000	 Replacement Pull Strap	 1

SA421

SA419

SA403

Flash Flood  
Portable self-contained eyewash station, classified as a personal 
(secondary) eyewash device, provides flexible emergency eyewash 
capability in economical systems. Includes a 1 gallon container of 
Eyesaline® solution providing three full minutes of gravity-fed flow. The 
protective nozzle covers are easily pulled off in an emergency and each 
nozzle has a built-in filter for extra protection.

Porta-Stream® I, II & III
Self-contained high-impact polyethylene units  
mount on any wall or sit on a level surface.  
Single pull strap, once activated, leaves  
workers hands free to hold eyes open.  
Available in 70 oz. or 180 oz. units. Each unit  
supplied with an emergency eyewash sign  
and Eyesaline® concentrate to mix with  
water. Optional dust cover available to  
keep flushing area free of contaminants.  
Removal of cover pulls off retainer caps  
and activates flow.  
Porta-Stream® III is electrically heated  
thermostatically to 72°F and will operate 
in temperatures to -32°F. Unit is protected  
with an insulated cover.  
Note: Eyesaline® concentrate, once  
opened has a six month life. SA425

SA408

Order	 Mfg.		  Wt. 
No.	 No.	 Description	 lbs.
Porta-StreAm® I	  
SA425	 32-000100-0020	 6 gal, 6 min. Flush (Eng. inst.)	 19
SAM656	 32-000100-0022	 6 gal, 6 min. Flush (Fr. inst.)	 19
Porta-Stream® II	  
SA427*	 32-000200-0020	 16 gal., 15 min. Flush (Eng. inst.)	 36
SAJ676*	 32-000200-0022	 16 gal., 15 min. Flush (Fr. inst.)	 36
Porta-Stream® III
SA428*	 32-000310-0020	 Freeze Protected 15 min. flush (Eng. inst.)	 42 
SAP448*	 32-000310-0022	 Freeze Protected 15 min. flush (Fr. inst.)	 42
Eyesaline® concentrate 
SA408	 32-000509-0020	 70 oz. (For Porta-Stream® I) 	 5
SA411	 32-000513-0020	 180 oz. (For Porta-Stream® II & III) 	 13
Water Preservative 	 
SAJ670	 32-001100-0000	 4 - 8 oz. Bottles (English)	 -
SAJ677	 32-001100-0022	 4 - 8 oz. Bottles (French)	 -
Replacement parts	  
SA426	 32-000102-0000	 Replacement Pull-Strap	 1
SA412	 32-000517-0000	 Dust Cover 	 1 
		  (Fits Porta-Stream® I and II)	  
* SEI Certified to meet ANSI Z358.1 standard
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Privacy Curtain
•	 Double-laminated, 

chemical-resistant Tyvek® 
•	 Durable construction with top 

and bottom reinforcements 
•	 Highly visible yellow colour 
•	 Stainless steel curtain  

rail and mounting  
brackets included 

•	 Dimensions: 70" L x 145" W 
Order No. SAQ295 
Mfg. No. S19-330

Flow Switch 
Alarm System
•	 Automatic, audible and visual  
system with 6' cord  

•	 Designed to meet NEMA 
No. 3 code (waterproof) 

•	 Strobe light and flow  
switch are UL Listed  
and CSA approved 

•	 Alarm horn is adjustable  
from 78-103 decibels  
and is UL listed 

•	 Includes: Remote  
wiring contacts

Eyewash 
not included

Order	 Mfg. 	  
No.	 No.	 Description
SAR322	 S19-320	 Connects to 1 1/4" Inlet Piping	
SAR323	 S19-320A	 Connects to 1/2" Inlet Piping

Walk Through Stainless Steel Boot SanitiSer
•	 Provides a clean surface upon entry and exit
•	 Open grid design provides a safe, skid-resistant surface
•	 Reduces bacteria and prevents cross contamination
•	 Adjustable injector valve automatically mixes sanitizer with water
•	 Debris is quickly rinsed away through a sturdy grate system
•	 Optional boot sanitizer tray to collect used water 

when it cannot be place over a floor drain
•	 Simple mechanical valve activates a spray of sanitiser solution
•	 Ideal for the food industry

Order	 Mfg. 	  
No.	 No.	 Description
SAR325	 S93-068	 Boot Sanitiser
SAR326	 S93-526	 Boot Sanitiser Tray

Wall-Mounted Hand-Held 
Drench Hoses
•	 Quick-access emergency eye and face spray features soft  

flow spray head for flooding large areas as well as eyes only
•	 Self-coiling highly visible yellow-coloured hose retracts for easy  

storage while allowing  
instant extension in  
emergency situation

•	Water flows when handle  
on chrome-plated brass  
assembly is squeezed

•	Wall bracket and protective  
spray head cover included

•	 Universal identification sign  
and inspection tag included

•	Meets ANSI Z358.1 standard
•	 SEI certified

Order 	 Mfg.		  Wt.
No.	 No.	 Description	 lbs.
SA440	 S19-600	 12' Hose	 7
SA441	 S19-610	 25' Hose	 12

Hand-Held Drench  
Hose Spray Kits
•	 Laboratory spray valve easily attaches  

to any Bradley drench hose or eyewash fixture
•	 Includes all necessary fittings and hanger for  

attaching hose to the units
•	 8' highly visible yellow  

reinforced thermoplastic hose
•	 Handle stays open once it is squeezed
•	 Integral flow control assures safe, steady flow  

under varying water supply conditions
•	Meets ANSI Z358.1 standard
•	 SEI certified

Order 	 Mfg.		  Wt.
No.	 No.	 Description	 lbs.
SAK646	 S19-430EH	 For Eyewash Units	 4	
SAK647	 S19-430SH	 For Drench Showers	 5
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